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APPLICATION RANGE

8 Clare St Bayswater

VIC 3153 AUSTRALIA

1

The AGNI-  Application RangeCollar .
Only AS1530.4 tested FR solutions.

•  Min. 2 x layers of 13mm 

   plasterboard on each side 

   & 64mm steel/timber stud

•  Min 116mm solid or 

   hollow masonry/concrete 

   wall

•  Min. 1 x layer of 13mm 

   plasterboard on each side 

•  Min 90mm solid or hollow 

   masonry/concrete wall

SUBSTRATE

PVC-U pipes

HDPE Pipes

PVC-U pipes

SERVICE (s)

DN40mm PVC-U pipe

DN50mm PVC-U pipe

DN65mm PVC-U pipe

DN80mm PVC-U pipe

DN100mm PVC-U pipe

DN150mm PVC-U pipe

DN40mm HDPE pipe

DN40mm PVC-U pipe

DN50mm PVC-U pipe

DN65mm PVC-U pipe

DN80mm PVC-U pipe

DN100mm PVC-U pipe

DN110mm HDPE pipe

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

-/60/60

-/60/60

-/60/60

-/60/60

-/60/60

-/120/120

AP-222

AP-222

AP-222

AP-222

AP-222

AP-222

AP-223

AP-218

AP-218

AP-218

AP-218

AP-218

AP-223

FRT250625

FRT250625

FRT250625

FRT250625

FRT250625

PF25050

FRT250625

PF25004

PF25004

PF25036

PF25036

PF25036

FRT250625

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal
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2

The AGNI-  Application RangeCollar .
Only AS1530.4 tested FR solutions.

•  Min. 1 x layer of 13mm 

   plasterboard on each side 

•  Min 90mm solid or hollow 

   masonry/concrete wall

•  Min. 120mm concrete

   floor/ceiling

SUBSTRATE

HDPE pipes

PVC-U pipes

HDPE pipes

SERVICE (s)

DN150mm PVC-U pipe

DN40mm HDPE pipe

DN90mm HDPE pipe

DN110mm HDPE pipe

DN40mm PVC-U pipe

DN50mm PVC-U pipe

DN65mm PVC-U pipe

DN80mm PVC-U pipe

DN100mm PVC-U pipe

DN150mm PVC-U pipe

DN40mm HDPE pipe

DN110mm HDPE pipe

DN90mm HDPE pipe

-/60/60

-/60/60

-/60/60

-/60/60

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

AP-218

AP-219

AP-219

AP-219

AP-220

AP-220

AP-220

AP-220

AP-220

AP-220

AP-221

AP-221

AP-221

PF25036

PF25004

PF25036

PF25036

PF25037

PF25037

PF25037

PF25037

PF25037

PF25037

PF25037

PF25037

PF25037

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal
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