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TECHNICAL DATA SHEET

PRODUCT CHARACTERISTICS

DESCRIPTION 

Name

AGNI-Collar40

AGNI-Collar50

Shell thickness 0.8mm

Colour Black

Collar Components Stainless steel shell with

intumescent strip(s)

Store in temperatures

between 5°C & 40°C
AGNI-Collar

AGNI-Collar65

AGNI-Collar80

AGNI-Collar100

AGNI-Collar Dimensions (in mm)

ID, mm
(+/-2mm)

OD, mm
(+/-2mm)

52 60

75 90

85 97

102 117

127 145

TECHNICAL DATA

•   Covers pipes ranging from DN40mm up to  

    100mm. 

   Tested to AS1530.4-2014 and compliant with •

    AS4072.1.

  Certified for substrates such as plasterboard, • 

    concrete and masonry. 

   Can be installed in walls, floors and ceilings.•

   Tested to protect HDPE and PVC-U pipes.•

   Fire-rating (FRL/FRR) up to -/120/120.•

  User-friendly.• 

   Easy-to-Install.•

  Unlimited storage time frame.• 

AGNI-Collar is a fire-rated product consisting of a 

steel shell and a layer(s) of intumescent material 

– a graphite-based reactive substance inside the 

shell that expands once exposed to fire. The number 

of intumescent strips is dependent on the diameter 

of the collar and its profile.

AGNI-Collar is installed to protect service 

penetrations and maintain the fire-resistance rating 

of the separating element, whether a wall, floor, or 

ceiling. The AGNI-Collar application range covers 

the following fire-rated substrates: plasterboard, 

concrete and masonry walls. 

AGNI-Collar
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The AGNI-  Application RangeCollar .
Only AS1530.4 tested FR solutions.

•  Min. 2 x layers of 13mm 

   plasterboard on each side 

   & 64mm steel/timber stud

•  Min 116mm solid or 

   hollow masonry/concrete 

   wall

•  Min. 1 x layer of 13mm 

   plasterboard on each side 

•  Min 90mm solid or hollow 

   masonry/concrete wall

SUBSTRATE

PVC-U pipes

HDPE Pipes

PVC-U pipes

SERVICE (s)

DN40mm PVC-U pipe

DN50mm PVC-U pipe

DN65mm PVC-U pipe

DN80mm PVC-U pipe

DN100mm PVC-U pipe

DN150mm PVC-U pipe

DN40mm HDPE pipe

DN40mm PVC-U pipe

DN50mm PVC-U pipe

DN65mm PVC-U pipe

DN80mm PVC-U pipe

DN100mm PVC-U pipe

DN110mm HDPE pipe

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

-/60/60

-/60/60

-/60/60

-/60/60

-/60/60

-/120/120

AP-222

AP-222

AP-222

AP-222

AP-222

AP-222

AP-223

AP-218

AP-218

AP-218

AP-218

AP-218

AP-223

FRT250625

FRT250625

FRT250625

FRT250625

FRT250625

PF25050

FRT250625

PF25004

PF25004

PF25036

PF25036

PF25036

FRT250625

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

FRL
OTHER
 AGNI-

PRODUCTS

AGNI-
SYSTEM #

COMPLIANCE
REFERENCE
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The AGNI-  Application RangeCollar .
Only AS1530.4 tested FR solutions.

•  Min. 1 x layer of 13mm 

   plasterboard on each side 

•  Min 90mm solid or hollow 

   masonry/concrete wall

•  Min. 120mm concrete

   floor/ceiling

SUBSTRATE

HDPE pipes

PVC-U pipes

HDPE pipes

SERVICE (s)

DN150mm PVC-U pipe

DN40mm HDPE pipe

DN90mm HDPE pipe

DN110mm HDPE pipe

DN40mm PVC-U pipe

DN50mm PVC-U pipe

DN65mm PVC-U pipe

DN80mm PVC-U pipe

DN100mm PVC-U pipe

DN150mm PVC-U pipe

DN40mm HDPE pipe

DN110mm HDPE pipe

DN90mm HDPE pipe

-/60/60

-/60/60

-/60/60

-/60/60

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

-/120/120

AP-218

AP-219

AP-219

AP-219

AP-220

AP-220

AP-220

AP-220

AP-220

AP-220

AP-221

AP-221

AP-221

PF25036

PF25004

PF25036

PF25036

PF25037

PF25037

PF25037

PF25037

PF25037

PF25037

PF25037

PF25037

PF25037

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

AGNI-Seal

FRL
OTHER
 AGNI-

PRODUCTS

AGNI-
SYSTEM #

COMPLIANCE
REFERENCE
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